
DETAIL:  CEILING ALIGNMENT
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DETAIL:  CEILING ALIGNMENT
FOR MILWORK
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INSTRUCTION
SHEET

689-20092

FINCH DOWNLIGHT FRAME INSTALLATION

WARNING - RISK OF FIRE AND ELECTRICAL SHOCK. FIXTURE MUST BE INSTALLED BY A QUALIFIED ELECTRICIAN

 ONLY. FIXTURE IS INTENDED FOR INSTALLATION IN ACCORDANCE WITH THE NATIONAL ELECTRICAL CODE, LOCAL 

AND FEDERAL SPECIFICATIONS. DISCONNECT POWER AT ELECTRICAL PANEL BEFORE SERVICING.

RETAIN THESE INSTRUCTIONS FOR MAINTENANCE REFERENCE.
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REVISION DATE APPROVED   

CEILING CUT-OUT STYLE & SIZE

FIXTURE

STYLE

TRIMMED

(T)

TRIMLESS

(TL)

MILLWORK

(MWK)*

RD, RW
1.5" 

ROUND

2.0" 

ROUND

1.5" 

ROUND

RA
2.0" 

ROUND

2.5" 

ROUND

2.0" 

ROUND

SD, SW
1.5" 

SQUARE

2.5" 

ROUND

1.5" 

SQUARE

SA
2.0" 

ROUND

2.5" 

ROUND

2.0" 

SQUARE
REMOTE DRIVER 

LOW VOLTAGE CONNECTION 
ACCESS POINT

(RED = LED +)

(BLACK = LED -)

REMOTE DRIVER

CONDUIT/CABLE

INPUT LOCATION
(INSTALLATION BY OTHERS)

LOCKABLE
FIXTURE HEIGHT

ADJUSTMENT

(MARKINGS ARE

FOR REFERENCE

ONLY)

ADJUSTABLE 

HANGER BAR

(LOCKABLE)

REMOVE & DISCARD

CARDBOARD PLUG

QUICK DISCONNECT PLUG PIGTAIL

TO BE CONNECTED TO TRIM 
DURING TRIM INSTALLATION.

(RETRIEVE THROUGH APERTURE)

APERTURE TO BE FLUSH WITH CEILING
(ADJUST FRAME ACCORDINGLY)

CEILING
THICKNESS

1" MAX. 1/16"

APERTURE TO BE 1/16" RECESSED

FOR TRIM TO BE FLUSH WITH CEILING

HAMMER IN

THESE TABS
FLAT INTO

CEILING

SCREWLESS 
PLASTER RING

SCREWLESS PLASTER RING (DON'T SCREW IT; JUST NAIL IT™)
 INSTALLATION FOR TRIMLESS OPTION.

ATTENTION: CHECK ALL ELECTRIC CONNECTIONS PRIOR TO INSTALLING CEILING.

APPLY FINISHING 

COAT AND PAINT

* FOR MILLWORK CEILING; ACCURACY OF 

CUT OUT IS VERY IMPORTANT FOR OVERALL 

AESTHETIC.  


