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INSTRUCTION
SHEET

689-20180
PARI TRACK HEADS ACCESSORIES

INSTALLATION

WARNING - RISK OF FIRE AND ELECTRICAL SHOCK. FIXTURE MUST BE INSTALLED BY A QUALIFIED ELECTRICIAN

 ONLY. FIXTURE IS INTENDED FOR INSTALLATION IN ACCORDANCE WITH THE NATIONAL ELECTRICAL CODE, LOCAL 

AND FEDERAL SPECIFICATIONS. DISCONNECT POWER AT ELECTRICAL PANEL BEFORE SERVICING.

RETAIN THESE INSTRUCTIONS FOR MAINTENANCE REFERENCE.
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1.a. IF HEXCELL LOUVER AND RING SUPPLIED SEPARATELY,

CREATE HEXCELL AND RING SUB-ASSEMBLY.

INSTALL HEXCELL LOUVER ON TOP OF THE RING BY

BENDING ALL THREE TABS INWARD ABOUT 95-100 DEG. 

2. INSTALL RING WITH HEXCELL LOUVER 

INSIDE FRONT DOOR AS SHOWN

3. FRONT DOOR WITH HEXCELL LOUVER INSTALLED

1.b. IF HEXCELL LOUVER AND RING SUPPLIED ASSEMBLED

GO TO STEP 2.
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